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GRADING OF ACCESS ROAD TO 9% STARTING AT POINT MEASURED 200" FROM SHORE TO EDGE OF
ROAD. MATCH GRADE AT BOTTOM SET LEVEL FOR 9% THEN CUT TILL. MATCH AT TOP.

2017

HYDROELECTRIC PROJECT

SIDE SLOPES WERE CUT TO BE *x2H:1V, HOLDING THE LIMITS OF GRADING TO THE TOP OF SLOPE
RESULTED IN SIDE SLOPES OF ABOUT 1.5H:1V.

ROADSIDE DITCH WAS GRADED WITH CHECK DAMS BOTH SIDES. THE SOUTH SIDE DITCH FLOW
INTO BIO-TREATMENT SYSTEM AND NO CHANGE TO INSIDE DRAINAGE DITCH, WHICH HANDLES
OVERFLOW OF SPRING FED WATER TANK, DIRECTING [T TO THE BIO—TREATMENT SYSTEM.

ELECTRON

SITE PLAN 2017-07-17
ACCESS ROAD GRADING

PIERCE COUNTY

WASTE FROM THE GRADING WAS USED TO DEVELOP THE LOGGING LANDING AREA SHOWN ON THE SCALE: 17 = 60'

DESIGN:

DRAWING. ORMMN:  SPC
DATE: 1/6/2021
VOLUMES WERFE NOT ESTIMATED AND NO SURVEY PERFORMED. JOB#: 11011900
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